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Digital-Schnelltaster Digital dial caliper gauges °
Kroeplin

R ) ip67

Werksnorm

Schutzart IP 67

groBes LCD-Display

digitale Skala (Segmentanzeige)

1 fester, 1 beweglicher Tastarm

Messkontakte Hartmetall-Kugel (Nr. 1350 301 Schneide)
Lieferung inkl. Werkskalibierschein in Kartonbox

Funktionen:

Ein/Aus

mm/inch Umschaltung

0-Punkt an jeder Position

ABS / Relativ Modus

Skalenteilungswert umschaltbar 0,1 / 0,01mm
Toleranzampel LED rot/griin

Datenausgang

n Andere Messbereiche, Tasterformen
und Holzetuis auf Anfrage.

I Kabellose Funk-Datentibertragung auf Anfrage.

oy < ] 1 Taster
N

mm mm mm

10-30 0,01 0,03 11-16 1
20-40 0,01 0,03 11-16 1
30-50 0,01 0,03 11-16 1
40-60 0,01 0,03 11-16 1
50-70 0,01 0,03 11-1,6 1
60 -80 0,01 0,03 11-16 1
70 -90 0,01 0,03 11-16 1
80 - 100 0,01 0,03 11-16 1

Ausfuhrung mit langen Tastarmen / Model with long arms

13-43 0,02 0,04 12-17 1.3
30-60 0,02 0,04 12-17 15

50-80 0,02 0,04 1,2-17 2
70 - 100 0,02 0,04 12-17 2
90 -120 0,02 0,04 12-1,7 2

16 - 65 0,02 0,06 1,0-18 1.5
40-90 0,02 0,06 1,0-18 2,0

* Bestellhinweis fiir Datenkabel:

Fir Datenkabel bitte die gewinschte Ausflihrung
(USB oder Digimatic) angeben.

Beispiel: Nr. 13506- mit USB = Nr. 13506-USB
Beispiel: Nr. 13506- mit Digimatic = Nr. 13506-DIGI

6.2

probe
g mm

256-125 0,005 0,015 08-12 RO,1
5-15 0,005 0,015 08-12 0,6

Lédngenmesstechnik

Works standard

Protection class IP 67

Large LCD display

Digital scale (segment display)

1 fixed and 1 movable arm

Tungsten carbide contact balls (No. 1350 101 shape)
Delivered incl. works calibration certfificate in cardboard box

Functions:

On/Off

mm/inch commutation

Zero setting at any position

ABS / Relative mode

Reversible scale inferval 0.1 / 0.0lmm
Tolerance signal lights LED red/green
Data output

No. 1350 303

No. 1350 213

n Other measuring ranges, other probes
and wooden boxes on request.

I Wireless radio fransmission on request.

L A B [ Ne Datenkabel
mm mm mm kg : Data cable
3% 07 04 035 1350 301
35 | 23 | 08 | 0,35 | 1350302 Schneide / Shape  Kugel/Ball  Kugel / Bal
86 | 52 | 12 0,35 | 1350303 R 0,1mm 20,6/1,0mm  @1,5/20mm
85 7 1,2 0,35 | 1350 304
85 7 1,2 035 1350 305 13506-*

865 83 1,2 035 1350306
86 83 1,2 035 1350307 B
86 83 1,2 035 1350308
86 83 1,2 035 1350309
86 83 12 035 1350310

127 57 16 036 1350 115
132 1 62 1,8 037 1350116

132 83 24 037 1350 117 7 A

132 1 83 24 038 1350118 13506-*

132 83 24 038 1350 119 %—‘

188 55 19 042 1350212
192 | 83 24 042 1350213

* Order advice for datacable:

For data cable please mention the required version
(USB or Digimatic).

Example: No. 13506- with USB = No. 13506-USB
Example: No. 13506- with Digimatic = No. 13506-DIGI
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Digital Schnelltaster Digital dial caliper gauges
fiir Dreipunkt-Innenmessung for 3-Point internal measurement

R ) ip67

Werksnorm

Schutzart IP 67

groBes LCD-Display

digital Skala (Segmentanzeige)
1 fester, 1 beweglicher Tastarm
Messkontakte Hartmetall-Kugel

Lieferung inkl. Werkskalibrierschein in Kartonbox

Funktionen:

Ein/Aus

mm/inch Umschaltung

0-Punkt an jeder Position

ABS / Relativ Modus

Skalenteilungswert umschaltbar 0,1 / 0,01mm
Toleranzampel LED rot / griin

Datenausgang

Vorteil 3-Punkt Antastung:
bessere Zenfrierung

schnelle Messwertfindung
sichere Messung

genaue Messergebnisse

hohe Wiederholungsgenauigkeit
einfache Handhabung

n Kabellose Funk-Datentibertragung auf Anfrage.

M G s ;‘:gf;
mm mm mm N ﬂ mm

7-14 10002 001 10-14 06
10-20 0,006 0,02 11-16 1
15-30 0,005 0,02 1,1-16 1
25-45 0,005 | 0,02 11-16 1
40-60 0,005 | 0,02 11-16 1
55-75 0005 002 11-16 1
70-90 0,006 0,02 11-16 1
856-106 0,005 | 0,02 11-16 1

* Bestellhinweis fiir Datenkabel:

Fir Datenkabel bitte die gewinschte Ausflihrung
(USB oder Digimatic) angeben.

Beispiel: Nr. 13506- mit USB = Nr. 13506-USB

Beispiel: Nr. 13506- mit Digimatic = Nr. 13506-DIGI

Tasterform / probe contacts 1
Kugel / Ball @ 0,6mm

‘\\ +49 (0) 60 21 42 999 00

mm

34
75
77
84
84
84
84
84

Tasterform / probe contacts 2
Kugel / Ball @ 1,0mm Kugel / Ball @ 1,0mm

Works standard

Protection class IP 67

Large LCD display

Digital scale (segment display)

1 fixed and 1 moveable arm

Tungsten carbide contact balls

Delivered incl. works calibration cerfificate in cardboard box

Functions:

On/Off

mm/inch commutation

Zero setting at any position

ABS / Relative mode

Reversible scale inferval 0.1 / 0.0lmm
Tolerance signal lights LED red / green
Data output

Advantage of 3-point contact:

Better centering

Quick determination of the measured value
Reliable measuring

Accurate measuring resulfs

High precision of repeatabilty

Easy handling

No. 1350 704

I Wireless radio ransmission on request.

A B i Tasterform NS Datenkabel
mm mm kg | Probe contacts a Data cable
22 08 023 1 1350 701
35 | 16 025 2 1350 702
5,0 15 028 2 1350 703
70 16 | 026 3 1350 704 .
80 | 16 027 3 1350 705 13506
8,0 16 027 3 1350 706
8,6 16 028 3 1350 707
90 16 029 3 1350 708

* Order advice for datacable:

For data cable please mention the required version
(USB or Digimatic).

Example: No. 13506- with USB = No. 13506-USB
Example: No. 13506- with Digimatic = No. 13506-DIGI

Tasterform / probe contacts 3

<« il
MESSZEUGE GMBH &

Kroeplin

Lédngenmesstechnik

No. 1350 701

No. 1350 703
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Schnelltaster Dial caliper gauges °
Kroeplin

E‘ Q PG5 Lédngenmesstechnik
Werksnorm Works standard
Schutzart IP 65 Protection class IP 65
Toleranzmarken einstellbar Adjustable tolerance marks
1 fester, 1 beweglicher Tastarm 1 fixed and 1 movable arm
Messkontakte Hartmetall-Kugel (Nr. 1354 100 Schneide) Tungsten carbide contact balls (No. 1354 100 shape)
Lieferung inkl. Werkskalibierschein in Kartonbox Delivered incl. works calibration cerfificate in cardboard box
No. 1352 101
No. 1352 206
n Andere Messbereiche, Tasterformen n Other measuring ranges, other probes
und Holzetuis auf Anfrage. and wooden boxes on request.
oy < & [ ML A B & N
mm mm mm N & mm mm mm mm kg
25-125 0,005 0,015 08-12 RO, 35 0,7 0,4 0,14 1354 100
5-15 0,005 0,015 08-1.2 0,6 35 23 0,8 0,14 1354 101
10-30 0,01 0,03 11-16 1 86 5,2 1,2 0,24 1352 101 Schnaida/ Shape Kugel/ Bal Kugel/ Bal
20 - 40 0,01 0,03 11-16 1 86 7 1,2 0,26 1352 102 RO,Imm 306/10mm @ 1,5/20mm
30 - 50 0,01 0,03 11-16 1 86 7 1,2 0,26 1352 103
40 - 60 0,01 0,03 11-16 1 86 8,3 1,2 0,3 1352 104
50 - 70 0,01 0,03 11-16 1 85 8,3 1,2 0,3 1352 105
60 - 80 0,01 0,03 11-16 1 85 8,3 1,2 0,31 1352 106
70 -90 0,01 0,03 11-16 1 85 8,3 1,2 0,31 1352 107 B
80 - 100 0,01 0,03 11-16 1 85 8,3 1,2 0,31 1352 108
Ausflihrung mit auswechselbaren Tastern (Vergleichsmessgerdte) A
Model with interchangeable probes (comparison measurement) %
50 - 100 0,01 0,03 11-16 1 86 8,3 1,2 0,356 1354 125 —
90 - 140 0,01 0,03 11-16 1 85 8,3 1,2 0,35 1354 126
130-180 @ 0,01 0,03 11-16 1 85 8,3 1,2 0,35 1354 127
Ausfiihrung mit langen Tastarmen 7
Model with long arms
15-65 0,05 0,05 09-19 1.5 188 55 1,9 0,36 1352 206 L
40-90 0,05 0,05 09-19 2 192 8,3 2,4 0,37 1352 308
70-120 0,05 0,05 09-19 2 192 8,3 2,4 0,37 1352 309
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