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 8570 8570V 8900 8900              

      

 847 847 3972 3972  

 N  N   N N         

 H SS HSSC o5 H SS HSSCo5                      

 45°-120° 45°-90° m.0,5-m.6 m.0,5-m.6  

T1002MY T1002MX T1102MY T1102MX T1202MY T1202MX T1302MY T1302MX

DIN ZYA-S DIN ZYA-S DIN WRC DIN WRC DIN SPG DIN SPG DIN RBF DIN RBF

SC SC   SC  SC SC SC  SC SC

3-12 mm 3-12 mm 3-12 mm 3-12 mm 3-12 mm 3-12 mm 3-12 mm 3-12 mm

 

 

 

 

T2002 T2012                     

 W W             

 SC SC           

 2-14 mm 6-14 mm  

7229 7229   7224    7224 7224 7224 7225

                                                1837A 1838B   885A 1834A  1834A 885B 1834B

H H 

HSS  HSS HSS-M42 HSS-M42 HS S-M42 HS S-M42 HSS-M51

20-315 50-315 13-41 20-54 27-41 20-54 27-54

 VN30010 VN30045 VN10010 VN10010 VN10015 VN10085 VN10018 VN20010  VN20015 VN60010 VN70010 VN80010  

   TIN        

 1897 1897 338   338  338 338  338  340  340  1869  1869 1869  

   V12 0                                                                             Ti                                                                                                                                                            

 HSS HSSCo5  HSS  HS S HSSCo5 HSSCo5 HSSCo8   HSS HSSCo5  HSS  HSS HS S 

 0,7-14 2-14 0,3-20   1-16 1-20 1-20  3-20 0,9-20  0,9-14 2-13 2,7-13 3,5-13 

VN60045

1869

GT100

HSSCo5

2-13

 

 

 VN70045 VN80045 VN50105 VN50105 VN51105 VN50115 VN50115 VN51115 VN40225 VN30225   VN50225 VN40090 VS92010

                                                      TIN                                                     TIN    

 1 869 186 9                                                                                                                                                                                                                                                                  333A

 GT100 GT10   0      

  HSSCo5 HSSCo5  HSSCo5 HSSCo5 HSSCo5 HSSCo5  HSSCo5 HSSCo5  HSSCo5 HSSCo5   HSSCo5 HS S HSS

 2,8-13 3,5-13   3-25 3-25  3-20 3-25   3-25  3-20  5-10 5-10   5-10   2,5-10,5  1-10



S9000 

SC 

M0,8-M10 
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 VS92015  VS92115 VS93010 VS94010   VS94015 VK10010 VK10015 VK1002 8 VK60010 VK70010 VK8001 0 VK60045 VK70045

      PAS                        PAS  

333A  333A  333R                                        345    3  4   5             341 1870   1870 341 1870

           GT100            GT100 

  HSSCo5  HSSCo5 HSS HSS    HSSCo5  HSS HSSCo5 HSSCo8 HSS  HSS HS S HSSCo5 HSSCo5

  1-5  1- 5 1-6,3 4  -36 4  -36 2-90 5-50 1 0-50  8-50 8-50  10-50  8-20 8-20

 VK80045 C30012 C10012 S16012 S50102  S50112 S30122 S10122  S20122 S60122 VS92012 CS113 CS153 

CS252

                                                                                                                                    TIALN ALTIN ALTIN

1 870 6 539 3 38 18   9   9                                                 6537K 653  7    L                                                                           373 1 866 

335C

GT10   0          

HSSCo5 SC   SC SC  SC  SC SC    SC  SC  SC  S  C   HSSCo5 HSSCo5 

HSSCo5

 14-20 1-12  1-12  0,3-1,4  4-12  4-12   1-20  2-20 3-16  3-16  1-4     4,3-20

  4,3-31

4-11,4

            VS95015 MT11305 MT21505 MT11385  MT2158 5  MT1137 5 MT11375 MT21575 MT21575 MT12305 MT22 505 

                                      PAS  PAS TICN  TICN   PAS  TICN PAS  TICN 

332/2             371, 376           371, 376            371, 376            371, 376             371, 376             371, 376           371, 376           371, 376                374                   374                                             

  N   N UNI UN I   VA   VA  N N  N  N  

  HSSCo5 HSSCo5 HSSCo5 HSSCo5 HSSCo5   HSSCo5   HSSCo5 HSSCo5 HSSCo5  HSSCo5 HSSCo5 

  2,5-10,2 M2-M20 M2-M20 M3-M20 M3-M20   M3-M20    M3-M20 M3-M20 M3-M20  M5-M20 M5-M20 M0,8-M10 

CD71090

22 568

HSS

M1-M30

 CD81075 CD72090 CD82075 

   

 22 568 22 568 22 568 

VA                         VA 

  HSSCo5    HSS HSSCo5

 M2-M30     M2,3-M30 M2,5-M30 



GALAȚI
Str. Traian nr. 444
Tel: 0236 412 088; 0236 466 960
Fax: 0236 334 048
E-mail: galati@pentagonromania.ro

BUCUREȘTI - OTOPENI
Str. Calea Bucureștilor nr. 1
Tel/Fax: 021 3520 267
E-mail: bucuresti@pentagonromania.ro

CONSTANȚA
Șos. Mangaliei nr. 76
Tel/Fax: 0241 693 926
E-mail: constanta@pentagonromania.ro

TULCEA
Str. Spitalului nr. 19, bl. 19, parter
Tel/Fax: 0240 511 098
E-mail: tulcea@pentagonromania.ro

BRĂILA
Str. Griviței nr. 240
Tel/Fax: 0239 611 403
E-mail: braila@pentagonromania.ro

Reprezentanți zonali

Zona Ardealului
Tel. 0751 020 039
E-mail: centru@pentagonromania.ro

Zona Moldovei
Tel. 0748 171 592
E-mail: est@pentagonromania.ro

Zona Munteniei
Tel. 0748 171 554
E-mail: sud@pentagonromania.ro

TIMIȘOARA
Str. Calea Șagului nr. 155
Tel.: 0759 027 330
E-mail: vest@pentagonromania.ro www.pentagonromania.ro

Types of milling cutters

WR    Geometry for roughing of Aluminium or other non-ferrous metals.

 

N       Universal usage. Suitable for materials up to strength 900 Mpa

 

VA    Designed for stainless steel

UNI   Designed for universal applications

T       Trochoidal milling

H      Designed for milling (finishing) of materials of medium and higher 

         strength (up to 1200 MPa).Surface roughness Ra 3,2 

         exceptionally even 1,6

CB    Chip Breaker – universal application for roughing.

NR     For roughing operation and materials of lower and medium 

          strength (up to 700 MPa), surface roughness Ra 12,5 and more.

NR-F  For machining of materials of lower and medium strength 

          (up to 700 MPa), surface roughness Ra 3,2 and more, in 

          common application can be applied as roughing and finishing 

          tool at the same time.

W      For machining of soft materials, for example aluminium and 

          non–ferrous metals.
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